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Driver
Power Supply : Integral
Power Factor : ≥0.95
THD : <10%
Surge Protection : 4KV
Efficiency : >88%

Physical
Body : Extruded Aluminium
Diffuser : Translucent Acrylic / 
   Prismatic (On request)
Mounting  : Surface / Pendant
Finish : White / Black 

Light Source
LED Colour Temperature : 3000K / 4000K 
   (6000K On Request)
Light Distribution : Diffused
CRI (Ra) : ≥80

General
ID : 2850 / 2842 / 2821
System Wattage : Upto 60W / 90W / 120W LED
Driver Integral : Constant Current
Input Voltage : 230-240Vac
Frequency : 50-60 Hz
Operating Voltage : 100-270Vac

Technical Specifications

BIS
60,000 h
L70  B10

SDCM
≤ 3IP54

R

78
1200

78
600

78
900

Pendant Prismatic (Optional)

Adjustable stainless steel
suspension kit (1metre)- 4 
Nos. available on request at 
extra cost.

Description

Suspension Kit

ID : 8382

Optical
Colour Temperature : 4000K
Luminous flux : 10415 lm for 90W
Light Distribution : >100°
For other IES files  - Please refer Online

Photometric Data
Accessories

cd/klm
C0 - C180 C90 - C270

ID:2842, 90W, 4000K
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